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25A, 1200V IGBT MODULE 

1.DESCRIPTION 

SGM25PA12A8TFD Module provides reliable and high power density 

output using Silan’s 4th generation IGBT technology for motor control and 

driver. Compact design consisting of FRD, NTC, rectifier and brake circuit 

is available to optimize the system and save the cost. It is suitable for 

Auxiliary Inverters, Air Conditioning and Motor Drives. 

2.FEATURES 

 25A, 1200V, VCE(sat)(typ.) =1.85V@IC=25A 

 VCE(sat) with positive temperature coefficient 

 High short circuit capability 

 Low switching loss 

 Isolated using DBC technology 

 With NTC 

 

A8
 

3.ORDERING INFORMATION 

Part No. Package Marking Packing Type 

SGM25PA12A8TFD A8 SGM25PA12A8TFD Carton 

4. CIRCUIT DIAGRAM 
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5.PACKAGE OUTLINE 
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1.Pinpositions with tolerance 0.4
 

CAUTION
ELECTROSTATIC

SENSITIVE DEVICE
DO NOT OPEN OR HANDLE

EXPECT AT A STATIC-FREE

WORKSTATION

 

MOS DEVICES OPERATE NOTES: 

Electrostatic charges may exist in many things. Please take following preventive measures to prevent effectively the 

MOS electric circuit as a result of the damage which is caused by discharge: 

 

 The operator must put on wrist strap which should be earthed to against electrostatic. 

 Equipment cases should be earthed. 

 All tools used during assembly, including soldering tools and solder baths, must be earthed. 

 MOS devices should be packed in antistatic/conductive containers for transportation. 
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Important notice : 
1. Silan reserves the right to make changes of this instruction without notice. 

2. Customers should obtain the latest relevant information when purchasing and should verify whether such information is latest 

and complete. Please read this instruction and application manual and related materials carefully before using products, 

including the circuit operation precautions, etc.  

3. It is neither tested nor verified in accordance with AEC-Q series standards testing or application requirements. Silan does not 

give any warranties as to the suitability of the Silan’s product for any specific use. The design intent, design definition and 

design of the product are not intended for application (the application stated in this instruction includes use, etc.) in 

transportation equipment, medical equipment, life-saving equipment, aerospace equipment, non-civil equipment or non-civil 

use, etc. (the equipment stated in this instruction includes systems, devices, etc., all referred to as equipment).The product 

should not be used in any equipment or system whose manufacture, use or sale is prohibited under any applicable laws or 

regulations("unintended use"). If the product is used for unintended use, therefore the full risks of such products application 

are borne by the customer and Silan assumes no liability for the product used for the unintended use. If the customer intends to 

use the Silan’s product in a application where malfunction or failure can be reasonably be expected to result in personal injury, 

or serious property, or environment damage, the customer shall make adequate assessment, testing and verification, and Silan 

shall not be liable for such applications. 

4. The application of the product described in this instruction, the application manual of the product and related materials is for 

illustrative purposes only, and Silan makes no warranty that such application can be used directly without further testing, 

verification or modification. Silan is not responsible for any assistance in product application or customers’ product design. 

Customer shall be responsible for the application of Silan’s products and the design, manufacture and use of customers’ 

products using Silan’s products (in this document, "use products", "apply Silan’s products", "product application" and 

"customers’ products using Silan’s products" are synonymous). It is the sole responsibility of the customer to take the 

following actions: 1) Verify and determine whether Silan’s products are suitable for the customers’ applications and customers’ 

products; 2) All applicable standards of the customers’ industry shall be complied with and fully tested and verified when 

applying Silan’s product or using Silan’s product to develop and design customers’ products; 3) Although Silan is constantly 

committed to improve product’s quality and reliability, semiconductor products have possibility to malfunction or fail in various 

application environments. Customers are responsible for complying with safety standards and for providing adequate designs 

and safeguards for customers’ products using Silan’s product to minimize risks and avoid situations in which a malfunction or 

failure could cause bodily injury or damage to property; 4) When using the products, please do not exceed the maximum rating 

of the products, Stress above one or more limiting values will cause damage to the product and the equipment or affect the 

reliability to the equipment (customers’ product); 5) Ensure customers’ product using Silan’s product are designed, 

manufactured and used in full compliance with all applicable standards, safety standards and other requirements of the 

customers’ industry. The parameters stated in this instruction may and do vary in different applications, actual performance 

may vary over time. Customers must use the products within their effective static storage period, please contact Silan sales or 

Silan customer service support and sales management department if there is any questions about the effective static storage 

period, Silan does not assume any responsibility if the product has exceeded the static storage period when it is used. 

5. Do not disassemble, reverse-engineer, alter, modify, decompile or copy product, without Silan’s prior written consent. 

6. Please identify Silan’s trademark when purchasing our product. Please contact us if there is any question. Our products are not 

sold through TAOBAO or any other third-party e-commerce platforms. If customers purchase from such platforms, please 

contact us in writing before purchasing to confirm whether the product is authentic and original from Silan.  

7. Please use and apply product in compliance with all applicable laws and regulations, including but not limited to trade control 

regulations etc. The product is civil electronic product, please do not use it in non-civil fields. 

8. Product promotion is endless, our company will wholeheartedly provide customers with better products! 

9. Website: http: //www.silan.com.cn 
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